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Model Venus--DC Charger 30 kW

Input Current Rating AC 50A

Power Factor ≥0.99 @ Full Load

Efficiency 95%

Grid Type TN-S, TN-C, TN-C-S, TT

Output Interface 1*CCS2

Output Power 320kW max.

Output Voltage 200-1000Vdc

Output Current 100A max.

Protocol (EVSE&Backend) OCPP 1.6J

Protocol (EVSE&EV) DIN 70121, ISO 15118

IP Rating IP55

IK Rating IK10 (Screen is IK08)

Cooling Forced Air

Charging Cable Length 5m

Dimensions (WxHxD) 680*440*280mm

Weight Approx. 35kg
(excluding power modules)



Model Athena 60 TR25--DC Fast Charger

Input Current Rating AC 90A

Power Factor ≥0.98 @ Full Load

Efficiency 95%

Grid Type TN-S, TN-C-S, TT, IT

Output Interface 2*CCS2

Output Power 60kW max.

Output Voltage 150-1000Vdc

Output Current 200A max./connector

Protocol (EVSE&Backend) OCPP 1.6J

Protocol (EVSE&EV) DIN 70121, ISO 15118

IP Rating IP55

IK Rating IK10

Operating Temperature -30~55℃ (＞50℃ derating)

Charging Cable Length 4.5m

Dimensions (WxHxD)
750*750*310mm
(excluding cable management system)
Pole: 240*740*180mm

Weight
Approx. 120kg
Cable Management system approx.
35kg



Model Athena 60 KC--DC Fast Charger

Input Current Rating AC 90A

Power Factor ≥0.99 @ Full Load

Efficiency 95%

Grid Type TN-S, TN-C-S, TT, IT

Output Interface 2*CCS1

Output Power 60kW max.

Output Voltage 150-1000Vdc

Output Current 200A max./connector

Protocol (EVSE&Backend) OCPP 1.6J

Protocol (EVSE&EV) DIN 70121, ISO 15118

IP Rating IP55

IK Rating IK10

Operating Temperature -30~55℃ (＞50℃ derating)

Charging Cable Length 4.5m

Dimensions (WxHxD)
750*750*310mm
(excluding cable management system)
Pole: 240*740*180mm

Weight
Approx. 120kg
Cable Management system approx.
35kg



Model Athena 60 Pro--DC Fast Charger

Input Current Rating AC 90A

Power Factor ≥0.99 @ Full Load

Efficiency 95%

Grid Type TN-S, TN-C-S, TT, IT

Output Interface CCS2+CCS2/ CCS2+CHAdeMO

Output Power 60kW max.

Output Voltage CCS2: 150-1000Vdc
CHAdeMO: 150-500Vdc

Output Current CCS2: 200A max./connector,
CHAdeMO: 125A max./connector

Protocol (EVSE&Backend) OCPP 1.6J

Protocol (EVSE&EV) DIN 70121, ISO 15118

IP Rating IP55

IK Rating IK10

Operating Temperature -30~55℃ (＞50℃ derating)

Charging Cable Length 4.5m

Dimensions (WxHxD)
750*750*310mm
(excluding cable management system)
Pole: 240*740*180mm

Weight

Approx. 125kgg
(including power modules)
Cable Management system approx.
35k



Model T Series--DC Fast Charger

Input Voltage 400V±15%/440V±10%/480V±10%

Power Factor ≥0.99

Efficiency ≥94%

Grid Type TN-S

Output Interface CCS2+CCS2/ CCS2+CHAdeMO

Power 60kW-120kW

Rated Voltage
CHAdeMO:500Vdc
CCS1/CCS2:1000Vdc
GBT:1000Vdc

Output Current
CCS1/CCS2: 400A max.
CHAdeMO: 125A
GBT 250A

Protocol(EVSE&Backend) OCPP 1.6J

Protocol (EVSE&EV) DIN70121/DIN70122/ISO15118

IP Rating IP55

Operating Temperature -30~50℃

Cooling Forced Air Cooling

Dimensions (WxHxD) 1006*640*1890mm



Model S Series--Advertising DC EV Charger

Input Voltage 400V±15%/440V±10%/480V±10%

Power Factor ≥0.99

Efficiency ≥94%

Grid Type TN-S

Advertising Screen 55"LCD

Power 40kW-160kW

Rated Voltage
CHAdeMO:500Vdc
CCS1/CCS2:1000Vdc
GBT:1000Vdc

Output Current
CHAdeMO: 125A
CCS1/CCS2: 400A max.
GBT:250A

Protocol(EVSE&Backend) OCPP 1.6J

IP Rating IP54

Operating Temperature -30~50℃

Cooling Method Forced Air Cooling

Cable Length Optional:5/7m

Dimensions (WxHxD) 870*610*2037mm



Model R Series--DC Fast Charger

Input Voltage 400V±15%/440V±10%/480V±10%

Power Factor ≥0.99

Efficiency ≥94%

Grid Type TN-S

Output Interface CCS2+CCS2/ CCS2+CHAdeMO

Power 60kW/90kW/120kW

Rated Voltage
CHAdeMO:500Vdc
CCS1/CCS2:1000Vdc
GBT:1000Vdc

Output Current
CCS1/CCS2: 400A max.
CHAdeMO: 125A
GBT:250A

Protocol(EVSE&Backend) OCPP 1.6J

Protocol (EVSE&EV) DIN70121/DIN70122/ISO15118

IP Rating IP54

Operating Temperature -30~50℃

Cooling Method Forced Air Cooling

Dimensions (WxHxD) 1006*640*1890mm



Model Jupiter V3--DC Charger

Input Current Rating AC 100A

Power Factor ≥0.98 @ Full Load

Efficiency 95%

Output Power DC 60kW max. + AC 22kW max.

Output Voltage
CCS2: 200-1000Vdc
Type2: 400Vac±10%
CHAdeMO: 200Vdc-500Vdc

Output Current
CCS2: 200A max./connector
Type2: 32A max
CHAdeMO: 125A max./connector

Protocol (EVSE&Backend) OCPP 1.6J

Protocol (EVSE&EV) DIN 70121, ISO 15118

Operating Temperature -30~50℃

IP Rating IP55

IK Rating IK10

Charging Cable Length 5m

Dimensions (WxHxD) 1894x1050x710mm
(including cable management system)

Weight Approx. 200kg
(excluding power modules)



Model DC 180--Fast Charging Station

AC Input Voltage 400Vac±15%

Output Voltage Range 150Vdc-1000Vdc

Total DC Output Power(max.) 120/180kW

IP Rating IP54

User Interface 10.4" LCD Screen

Dimensions (WxHxD) 700x2050x800mm

Weight ≤500kg



Model DC 400--Ultra-fast Charging Station

AC Input Voltage 400Vac±10%(3P+N+PE,50-60Hz)

Output Voltage Range 150Vdc-1000Vdc

Total DC Output Power(max.) 240/280/320/360/400kW

IP Rating IP54

User Interface 10.1" LCD Screen

Dimensions (WxHxD) 800x1900x650mm

Weight 500kg

Remote Management Remote access, Diagnostics and
Software updates.

Payment Method POS, NFC & QR Code



Model DC 800--Super Charging Station

AC Input Voltage 400Vac±15%

Output Voltage Range 150Vdc-1000Vdc

Total DC Output Power(max.) 800kW

IP Rating IP55

User Interface 10.1" LCD Screen

Dimensions (WxHxD) 700x800x20510mm

Weight ≤500kg

Remote Management Remote access, Diagnostics and
Software updates.

Payment Method QR Code, RFID Card, POS



Model Titan V4--DC All-in-One High Power
Charger

Input Current Rating AC 481A for 320kW output/
AC 421A for 280kW output

Power Factor ≥0.99 @ Full Load

Efficiency 97%

Output Power 320kW max.(40kW as an increment)

Output Voltage 150-1000Vdc

Output Current Rating 300A/connector
(10 min @ 500A max.)

Protocol (EVSE&Backend) OCPP 1.6J
(OCPP2.0 could be updated further)

Protocol (EVSE&EV) DIN 70121, ISO 15118

IP Rating IP55

IK Rating IK10 (Screen is IK08)

Cooling Forced Air

Charging Cable Length Optional:5/6m

Dimensions (WxHxD)
800*2050*750mm
1259*2225*800mm
(with cable management system)

Weight

Approx. 410kg
(excluding power modules)/
CMS approx. 36kg/
Upper LED
(excluding power modules)



Model Aries V2--Split-type DC Charging
System

Input Voltage 230Vac±10%, single-Phase, 50/60 Hz,
L+N+PE

Output Interface CCS2+CCS2

Output Power 720kW max.

Output Voltage 150-1000Vdc

Output Current Rating 380A/connector
(600A max. / connector.)

Protocol (EVSE&Backend) OCPP 1.6J

Protocol (EVSE&EV) DIN 70121, ISO 15118

Operating Temperature -30~55℃ (Derating from 50℃)

IP Rating IP55

IK Rating IK10 (Screen is IK08)

Cooling Forced Air

Charging Cable Length Optional:6/10m

Dimensions (WxHxD) 1895*410*378mm

Weight
Approx. 200kg
(EVSE with 6m charging cable and
CMS



Model Arc--AC Charger

Charging Mode Mode 3 (IEC 61851-1)

Input/Output Power&Current 22kW/32A max.

Rating Input/Output Voltage 230Vac±10%, 50Hz, Single phase
(L1+N+PE)

Grid Type TN-S, TN-C-S, TT, IT
(L1+L2 230Vac single phase, optional)

Charging Interface 1 x IEC 62196-2 Type 2 socket (Case B)

Protocol (EVSE&Backend) OCPP 1.6J, OCPP 2.0.1

Protocol (EVSE&EV) ISO 15118

IP Rating IP55

IK Rating IK10

Charging Cable Length Optional:5/7m

Dimensions (WxHxD) 208*420*150mm
(Pole: 120*1280*60mm)

Weight Approx. 6kg



Model AC007UK-01 L1--AC EV Charger

Power Input 230Vac1±10%

Grid Frequency 50 Hz / 60 Hz

Output Power 7.4kW max.

Charging Interface IEC 62196-2 Type 2 socket (Case B)

Output Current 32A max.

Card Reader
ISO/IEC 14443 A/B
ISO/IEC 18092
IEC/ISO 15693

Protocol OCPP 1.6J

Operating Temperature -30~50℃

IP Rating IP65

IK Rating IK08

Cooling Natural Convection

Dimensions (WxHxD) 205*310*92mm

Weight 4.2kg



Model Saturn--Dual AC Charger

Power Rating 2* 22kW/2*32A max.

Input Configuration 400Vac±10%, 2*three-phase, 50/60Hz,
L1+L2+L3+N+PE

Grid Type TN-S, TN-C, TN-C-S, TT

Charging Interface Configuration 01: 2 x IEC 62196-2 Type 2
tethered plug (Case C)

Charging Cable Length 5m

Protocol (EVSE&EV) Control pilot (default), ISO 15118
(optional)

Protocol(EVSE&Backend) OCPP 1.6J

Operating Temperature -25~45℃

IP Rating IP54@Case B, IP55@Case C

IK Rating IK10

Cooling Natural Convection

Dimensions (WxHxD) 395*504*197mm

Weight 11kg (Case B)/16kg (Case C)



Model ST6900UX-4H--AC Charger

Grid Voltage 3/N/PE, 230V/400V

Nominal Grid Frequency 50Hz/60Hz

Grid Type TN-S, TN-C, TN-C-S, TT

Max. Input Current 32A

Standby Self-Consumption ＜6.5W

Max. Charging Voltage 230V/400V

Max. Charging Current 32A/ 16A(Configurable)

Communication Protocol OCPP 1.6J

Operating Temperature -30~50℃

IP Rating IP65

IK Rating IK10

Cooling Natural Convection

Dimensions (WxHxD) 214*346*125mm

Weight ＜6.65 kg



Model Telesto--AC Charger 22kW

Power Input 400Vac±10%, 50/60Hz, three-phase

Number of Phase/Wire L1+L2+L3+N+PE

Internal RCD Type A 30mA AC + 6mA DC

Output Power 2*22kW max.

Charging Interface IEC 62196-2 Type 2 socket (Case B)

Output Current 2*32A max.

Card Reader
ISO/IEC 14443 A/B
ISO/IEC 18092
IEC/ISO 15693

Protocol OCPP 1.6J

Operating Temperature -30~55℃

IP Rating IP55

IK Rating IK10

Cooling Natural Cooling

Dimensions (WxHxD) 472.5*262*1418mm

Weight ＜25kg



Model Lumina --AC Smart Public Charger

Charging Power Up to 22kW

Voltage 230/400V (1/3-Phase)

Phase Balancing Dynamic (1 and 3 Phase)

Load Balancing Dynamic with Edge Computing

IP Rating IP54

User Interface 7" LCD Touch Screen

Dimensions (WxHxD) 260*500*199mm

Weight 18kg



Model NOVA 360--Power Cabinet of Split
Type Charging System

Power Input 400Vac±10%, 50/60Hz,
2*(L1+L2+L3+N+PE)

Power Factor ≥0.99 @ Full Load

Efficiency 95%

Output Power 360kW max.

Output Current 1200A in total, 100A/power module,
500A max./channel

Card Reader
ISO/IEC 14443 A/B
ISO/IEC 18092
IEC/ISO 15693

IP Rating IP55

IK Rating IK10

Cooling Forced Air Cooling

Dimensions (WxHxD) 1564*1993*1223mm

Weight Approx. 655kg (excluding power
modules )



Model NOVA 720--Power Cabinet of Split
Type Charging System

Power Input 400Vac±10%, 50/60Hz,
2*(L1+L2+L3+N+PE)

Power Factor ≥0.99 @ Full Load

Efficiency ≥97%

Output Power 720kW max.

Output Current 2400A in total, 600A max./channel

IP Rating IP55

IK Rating IK10

Cooling Dynamic with Edge Computing

Dimensions (WxHxD) 1500*2000*1200mm

Weight Approx. 655kg (excluding power
modules)


