
ENERGY STORAGE
SYSTEM

Part 03



Model SC50HV-Power Conversion System

DC Voltage Range 580V-1300 V@50℃/580V–1500V@35℃

Max. DC Power 56kW

AC Output Power 55kVA@45℃/50kVA@50℃

Max. AC current 79.3A

AC Voltage Range 360–440V

Nominal Grid Frequency 50Hz/ 60Hz(±5Hz)

THDi ＜3%

Power Factor ＞0.99

Max. Efficiency 98.6%

IP Rating IP65

Operating Temperature -25~60℃(＞50℃ derating)

Operating Altitude ≤4000m(＞3000m derating)

Dimensions (WxHxD) 600*800*278 mm

Weight 70kg



Model M2L-M143--LFP Li-ion Battery
System

Charge&Discharge Rate ≤1C

Cell Type LFP 280Ah

Configuration 1P16S

Capacity 280Ah

Nominal Energy 14.3kWh

Charging&Discharging Power ≤14.3kW

Nominal Voltage 51.2V

Operating Voltage Range 43.2V–58.4V

Dimensions (WxHxD) 455*230*760mm

Weight 105kg



Model M2L-R372--LFP Li-ion Battery
System

Charge&Discharge Rate ≤1C

Cell Type LFP 280Ah

Configuration 1P416S

Key Component PACK*26+SG*1

Capacity 280Ah

Nominal Energy 372.7kWh

Charging&Discharging Power ≤372.7kW

Nominal Voltage 1331.2V

Operating Voltage Range 1123.2V–1497.6V

Dimensions (WxHxD) 455*230*760mm



Model vLight--PV-Coupled Residential
Battery System

Max. PV Input Voltage 1000 Vdc

Max. PV Input Current 27A

Max. Short Circuit Current-Isc 36A

Output Voltage (Inverter Port) 360Vdc-900Vdc

Max. Continuous Output
Current 27Adc

No. of Battery Modules 2

Operating Voltage Range 108.0Vdc-129.6Vdc

DOD 90%

Max. output power 3.2kW

Max. Charge&Discharge
Current 35A

IP Rating IP55

Communication Dongle/RS485

Dimensions (WxHxD) 798*1102*220mm

Weight 80.7kg



Model
ST6900UX-4H--Liquid-Cooled
Battery Energy Storage System
Container

Nominal Capacity 6904 kWh

Nominal DC Voltage Range 1101.6Vdc-1489.2Vdc

Nominal AC Power 450kVA*4

THDi ＜1% (Nominal Power)

DC Component ＜0.5%

Nominal AC Voltage 621Vac-759Vac

Norminal AC Current 414A*4

Power Factor@Nominal Power ＞0.99 / 1 leading-1 lagging

Nominal Frequency 50Hz/60Hz

Operation Temperature -30~ 45℃

IP Rating IP55

Anti-Corrosion Degree C4

Dimensions (WxHxD) 6058*2896*2438mm

Weight 55000kg

Operating Altitude ≤4000m



Model Telesto--5MWh Containerized (20ft)
Energy Storage System

Rated Capacity 5015.96kWh

Battery Pack Configuration 1P104S

Battery Cluster Configuration 1P416S

NO.of Battery Cluster 12

Operating Voltage 1040.0Vdc-1497.6Vdc

Nominal Voltage 1331.2Vdc

Max Charge/Discharge Rate 0.5P

Operating Temperature -30~55℃

Humidity 0~95% RH

IP Rating IP55

Corrosion Protection Level ≥C4

Altitude ≤3000m

Dimensions (WxHxD) 6058*2896*2438mm

Weight ≈43t

Communication CAN/RS485/Ethernet

Round Trip Efficiency ≥94%



Model PCS-9567CP--Power Management
System

Power Supply
(AC/DC adaptive) 88-264Vdc, 88-264Vac

AC Current Input 1A/5A

AC Voltage Input 50V-120V

DC Analog Input 4-20mA, 0V-5V

Communicate with
SCADA/EMS Systems

Media: Ethernet, RS-485 serial port

Protocol: IEC 60870-5-103, IEC 61850

Communicate with
Remote Control

Media: Ethernet, RS-485 serial port

Protocol: IEC 60870-5-103, IEC 61850

Communication with PCS

Media: Ethernet, Fiber

Protocol: GOOSE

Networking method:
 A single unit supports up to 100 PCS;
 Hierarchical cascading networking

is used for more than 100 units.

Dual-interconnection
Communication

Media: Ethernet, Fiber

Protocol: GOOSE

Time Synchronization IRIG-B Code Time Synchronization,
Network Packet Time



Model PCS-9567D-150/250
--DC Power Conversion System

DC Low Voltage Side

Max. DC Power 165kW

Max. Current 520A

Operating Voltage Range 320V-600V

DC High Voltage Side

Rated Power 150kW

Rated Voltage 720V

Operating Voltage Range 500V-850V

Max. Current 330A

System

Communication Interface CAN/RS-485/RJ45/Optical

Communication Protocol CAN/Modbus IEC 60870-103/ IEC 61850

IP Rating IP 20

Operating Temperature -25~50℃

Altitude ≤6000m(＞4000m derating)

Dimensions (WxHxD) 1000*2060*700mm

Weight 1200kg



Model PCS-9567D-250
--DC Power Conversion System

DC Low Voltage Side

Max. DC Power 275kW

Max. Current 860A

Operating Voltage Range 320V-600V

DC High Voltage Side

Rated Power 250kW

Rated Voltage 720V

Operating Voltage Range 500V-850V

Max. Current 550A

System

Communication Interface CAN/RS-485/RJ45/Optical

Communication Protocol CAN/Modbus IEC 60870-103/ IEC 61850

IP Rating IP 20

Operating Temperature -25~50℃

Altitude ≤6000m(＞4000m derating)

Dimensions (WxHxD) 1100*2060*700mm

Weight 1250kg



Model PCS-9567A-150
--Power Conversion System

Max. DC Power 165kW

Max. DC Input Current 330A

DC Voltage Range 500V-850V/600V-850V

Nominal Output Power 150kW

Maximum AC Power 165kVA

Frequency 50Hz/ 60Hz(±5Hz)

IP Rating IP20

Communication Interface CAN/RS-485/RJ45/optical Fiber Port

Communication Protocol CAN/Modbus/IEC 61850/IEC
60870-5-103

Humidity 0~95%(No Condensation)

Operating Temperature -25~50℃

Dimensions (WxHxD) 800*1960*700mm

Weight 650kg



Model PCS-9567A-250
--Power Conversion System

Max. DC Power 275kW

Max. DC Input Current 550A

DC Voltage Range 500V-850V/600V-850V

Nominal Output Power 250kW

Maximum AC Power 275kVA

Frequency 50Hz/ 60Hz(±5Hz)

IP Rating IP20

Communication Interface CAN/RS-485/RJ45/optical Fiber Port

Communication Protocol CAN/Modbus/IEC 61850/IEC
60870-5-103

Humidity 0~95%(No Condensation)

Operating Temperature -25~50℃

Dimensions (WxHxD) 1000*2160*700mm

Weight 700kg



Model PCS-9567A-500
--Power Conversion System

Max. DC Power 550kW

Max. DC Input Current 1100A

DC Voltage Range 500V-850V/600V-850V

Nominal Output Power 500kW

Maximum AC Power 550kVA

Frequency 50Hz/ 60Hz(±5Hz)

IP Rating IP20

Communication Interface CAN/RS-485/RJ45/optical Fiber Port

Communication Protocol CAN/Modbus/IEC 61850/IEC
60870-5-103

Humidity 0~95%(No Condensation)

Operating Temperature -25~50℃

Dimensions (WxHxD) 1100*2160*700mm

Weight 800kg



Model PCS-9567A-630
--Power Conversion System

Max. DC Power 693kW

Max. DC Input Current 1155A

DC Voltage Range 600V-850V

Nominal Output Power 630kW

Maximum AC Power 693kVA

Frequency 50Hz/ 60Hz(±5Hz)

IP Rating IP20

Communication Interface CAN/RS-485/RJ45/optical Fiber Port

Communication Protocol CAN/Modbus/IEC 61850/IEC
60870-5-103

Humidity 0~95%(No Condensation)

Operating Temperature -25~50℃

Dimensions (WxHxD) 1100*2160*700mm

Weight 800kg



Model PCS-9567SS-500
--Intelligent Static Switch

On&Off Grid Switching Time ＜10ms

Rated Power 500kW

Max. AC Power 550kW

Max. AC Current 800A

Grid Voltage Range 340V-440V

Grid Frequency 50Hz/ 60Hz(±5Hz)

Communication Interface CAN/RS-485/RJ45/Optical

Communication Protocol CAN/Modbus IEC 60870-103/ IEC 61850

IP Rating IP 20

Humidity 0~95%(No Condensation)

Operating Temperature -25~50℃

Altitude ≤6000m(＞4000m derating)

Dimensions (WxHxD) 900*2160*700mm

Weight 530kg



Model PCS-9567SS-1000
--Intelligent Static Switch

On&Off Grid Switching Time ＜10ms

Rated Power 1000kW

Max. AC Power 1100kW

Max. AC Current 1600A

Grid Voltage Range 340V-440V

Grid Frequency 239Hz(±5Hz)

Communication Interface CAN/RS-485/RJ45/Optical

Communication Protocol CAN/Modbus IEC 60870-103/ IEC 61850

IP Rating IP 20

Humidity 0~95%(No Condensation)

Operating Temperature -25~50℃

Altitude ≤6000m(＞4000m derating)

Dimensions (WxHxD) 1000*2160*700mm

Weight 650kg



Model PCS-8811CB-5018--Centralized
Energy Storage System

Battery Capacity 5018kWh

Cell Type 3.2V/280Ah

Output Voltage Range 1100V-1460V

Battery Configuration 400S14P

BMS Communication Interface RJ45

BMS Communication Protocols Modbus-TCP, IEC 61850

Rated Power 2500kW

Grid Connection Voltage Range 6kV-35kV

Grid Frequency 50/60Hz(±5Hz)

THDi ＜3%

Weight of PCS and
Transformer Container 16t

Dimensions (WxHxD) 7400*3000*3000mm

Weight of Battery Container 58t

Dimensions (WxHxD) 13176*2800*3100mm

IP Rating IP54

Operating Temperature -30~50℃

Communication Interface RJ45 / Fiber

Communication Protocol IEC 61850



Model PCS-8811CB-6881--Centralized
Energy Storage System

Battery Capacity 5018kWh

Cell Type 3.2V/280Ah

Output Voltage Range 1056V-1401.6V

Battery Configuration 384S20P

BMS Communication Interface RJ45

BMS Communication Protocols Modbus-TCP, IEC 61850

Rated Power 3450kW

Grid Connection Voltage Range 6kV-35kV

Grid Frequency 50/60Hz(±5Hz)

THDi ＜3%

Weight of PCS and
Transformer Container 17.5t

Dimensions (WxHxD) 7600*3000*3000mm

Weight of Battery Container 2*45t

Dimensions (WxHxD) 2*(10500*2800*3100)mm

IP Rating IP54

Operating Temperature -30~50℃

Communication Interface RJ45 / Fiber

Communication Protocol IEC 61850


